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User Manual 
  



 

Thank you for using our products. For your safe and effective use of this 

product,before you use this product,Please read this instruction manual carefully and 

completely. This manual contains:Product performance and how to install safely, and 

important information about use, please keep it safe, for reference when using. Please 

strictly observe the relevant instructions when installing and using。 

Technical Parameters: 
Power supply: AC100V-240V 
Frequency: 50Hz-60Hz 
Total power: 530W 
Fuse: 7A 
Ballast: Electronic Ballast 
Light source: YODN Lamp 
Lamp power: 380W 
Color temperature: 7800K 
Average life: 1500H (bulb and reflector complete package, longer luminous efficiency 
and longer service life) 
Number of motors: a total of 14 silent motors, XY three-phase motors 
Dimming: 0-100% linear adjustment. 
Fixed color: 14 color patches + white light (half color effect) 
Static pattern: 7 fixed images + 5 white lights of different sizes + white light 
Prism: 8+8+8 honeycomb prism, 16 prism (double prism can be superimposed 40, 
can rotate independently in both directions) 
Color film: 1 six-color film (can do colorful effects) 
Atomization: 1 independent atomization effect, the spot is soft and natural 
Control channel: 16CH channel 
Size: 32*22*58 (length * width * height)  
Control signal: international standard DMX512 
Appearance: high temperature resistant plastic 
Light body color: black 
Protection level: IP20 
Net weight: 15.5kg 



 

Function introduction: 

1. International standard control signal: DMX512 

2. Channel: 16CH channel 

3. Number of motors: a total of 14 silent motors 

4. LCD 650,000 color touch TFT interface, easy to operate, beautiful interface, the interface 

can be reversed 180 degrees display. 

5. The X axis rotates 540℃ horizontally, and the Y axis rotates 270℃ vertically with 

automatic correction positioning. 

6. X, Y axis operation can be adjusted and adjusted, software with correction positioning 

function, high precision! 

7. Dimming: 0-100% linear adjustment. 

8. Strobe: two-chip strobe (0.5-9 times / sec), full linear dimming and variable stroboscopic 

speed. 

9. Color wheel: with 14 colors + blank (can create a sharp aerial beam effect) 

10. Pattern wheel: with 12 fixed pattern pieces + blank (allows you to quickly change the 

shape of the beam) 

11. Prism: Rotating the octagonal prism, it can rotate in both directions, and the rotation 

speed can be adjusted to make the pattern projection effect more abundant. 

12. Atomization: Soft light effect, easy to achieve a soft and dreamy pattern effect. 

13. Focusing: With 2 sets of optical lens combination, the effect is much better than the 

usual beam light, which can project high-definition patterns. 

14. Beam angle: parallel beam angle: 0-3.8 

15. Overheating intelligent protection 

16. Smart light bulb switch control (extend lamp life) 
 
 

DMX512 signal connection: 

This luminaire uses the DMX512 signal control mode,each luminaire control signal is in 

parallel relationship,when connecting multiple fixtures signal,it is best to use a double-core 

shielded cable.When connected,each fixture is connected via the DMX signal jack 

(cartridge) INPUT (input) and OUTPUT (output) on the luminaire,The 3-pin XLRXL plug 

terminals of the signal wires connecting the lamps must correspond to each other,when 

connecting the fixture signal,DMX signal terminator is recommended.Can be 

avoided,destruction control signal due to electric noise,DMX the signal terminator is a 120 



 

ohm 1W resistor connected between the 2 pin and the 3 pin of an XLR plug,connect it to the 

OUTPUT jack of the last fixture. 

Fixture starting address code calculation method: 

The starting address code of the current fixture is equal to (the starting address code of the 

previous fixture) + (the number of channels of the fixture): 

1: The starting address code value of the first fixture is A001. 

2: The number of basic channels of the controller should be greater than or equal to the 

total number of channels used by the fixture. 

3: Note: When using any controller, each fixture should have its own starting address code. 

If the starting address code of the first fixture is set to A001, the fixture pass number is 

16CH; then the first The starting address code of the two lamps is set to A017; the starting 

address code of the third fixture is set to A033; and so on, (this setting also needs to be 

determined according to different consoles) 

Installation instructions for the fixture: 

The fixture can be placed horizontally, obliquely and upside down, and the installation 

method must be paid attention to when hanging and hanging upside down. 

1. Fixed installation of lamps: Before positioning the lamps, ensure the stability of the 

installation site. When reversing the suspension installation, it must be ensured that the 

lamps do not fall on the support frame, and the safety ropes should be used to pass 

through the support frame and the lamps. Hand, assisted hanging; to ensure safety. To 

prevent the lamp from falling and sliding, when the lamp is installed and debugged, 

pedestrians are prohibited from passing under it. Regularly check whether the safety rope 

is worn, whether the hook screw is loose, if the suspension is not stable, the manufacturer 

does not assume any responsibility for all the consequences of the falling of the lamp. 

2.Installation of the bulb: 

1. When installing the replacement bulb, first remove the plastic housing of the lamp cap. 

2.It is recommended to use a good quality bulb. 

3.Do not install with electricity, remove the bulb. 

4.The hand cannot touch the sphere part of the bulb. 

5. Be sure to fasten the screws after replacing the bulb. 
6. When the lamp works, it will reach a very high temperature, and the physical 
characteristics of the vapor discharge bubble can not continue to supply power. Therefore, 
it must be completely cooled after each power failure for 10 minutes before the operation 
can be performed, otherwise it will lead to high voltage discharge. Short circuit burns out 
the components on the computer control board. 

safety warning! 

To ensure that you use the fixture safely and correctly, please read the following safety tips 



 

carefully before use to avoid unnecessary malfunctions and injuries. 
 
 
Non-professionals, do not disassemble the fixtures and accessories in the fixtures. 

1. AC power supply: Check whether the local power supply meets the rated voltage 

requirements of the product. 

2. The fixture is designed according to the type of electric shock protection. The fixture 

should be connected with a fully grounded power supply system, and the ground wire of the 

luminaire must be connected to the ground wire of the power supply system. Do not use the 

power cord with damaged insulation, and do not the power cord is lapped over other wires. 

3. When the luminaire is installed and positioned, the minimum distance between any point 

on the surface of the fixture and any flammable and explosive materials is 10 meters, and 

the distance from the illuminating object is 2.5 meters. Please do not install the fixture 

directly on the surface of the flammable material. 

4. Ambient temperature used by the fixture: (-10 degrees + 40 degrees), the maximum 

temperature of the surface of the fixture is 80 degrees, and the fixture should be away from 

liquid substances and humid environment. 

5. Before using the fixture, be sure to ensure that the fixture is well grounded. Do not install 

or disassemble any parts of the fixture. 

6. When installing the fixture, the fixing screws must be fastened, and the safety cable 

should be added and checked regularly. 

7. The continuous working time of the fixture is recommended not to exceed 10 hours. The 

interval between continuous fixture should be no less than 10 minutes. Otherwise, it will not 

be triggered normally due to overheat protection of the lamp. 

8. During use, if the lamp is abnormal, stop using the lamp in time. 

9. When the bulb reaches the rated service life, it should be replaced in time, otherwise 

there will be a dangerous accident of frying. 

10. The rotating parts of the lamps and the bonding parts must be inspected regularly, loose, 

shaking and timely reinforced to prevent accidents. 

11. The lamp adopts strong wind cooling, which is easy to accumulate dust. It must be 

cleaned once a month, especially the heat dissipating air outlet. Otherwise, it will be 

blocked by accumulated dust, resulting in poor heat dissipation and abnormality of the 

lamp. 

 
Troubleshooting method: 

一.The following is a list of lighting failures and disposal methods. Other maintenance 



 

work is handled by qualified service personnel. 

二.The light bulb is not bright1. 

1. Due to abnormal operation, the bulb is not completely cooled, the lamp body should be 

cooled for more than 10 minutes, so that the internal bulb is fully restored to the normal 

state, then the power can be turned on again. 

2. Check if the bulb has reached the end of its life and replace it with a new one. 

3. Check the lamp and the bubbler circuit for leakage, loss or poor contact. 

4. Replace the new bubbler. 

三．The beam appears dim 

1. Check that the bulb has reached the end of its life and replace it with a new one. 

2. Check whether the optical components or bulbs are clean, dust is accumulated on the 

optical components such as the bulbs, and the bulbs and components in the fixtures 

should be cleaned and maintained regularly. 

四．The projected image is blurred 
1.Check if the electronic focus channel value is appropriate for the current projection 
distance. 
五．The computer lights work intermittently 
1. Check if the fan is running normally or not. 
2. Check if the internal temperature control switch is closed. 
3. Check that the lamp has reached the end of its life and replace it with a new one. 
六 ．Although the light is shining, the computer light is no longer controlled by the 
controller. 
1. Check the starting address code and check the connection of the communication line (1 
ground 2 negative 3 positive) 
2. Add signal amplifier 
3. When the bulb is not completely cooled, there is an abnormal starting operation, and the 
instantaneous ultra-high voltage generated by the bubbler leaks, which causes the circuit 
board channel chip CPU to burn out. 
七．The computer light does not start 
1. Check if the fuse on the power input socket is blown. 
2. The lamp is not in good contact due to vibration during long-distance transportation. 
3. Check input power, computer board and other plug-in devices 

 
 
 
八 .After the self-test is completed, some functions do not accept controller control. 
1.Check if this function is energized during operation, or if the chip is burned by other high 
voltage shocks. 
九．When the power is on, the X and Y axes are restored to 0 in other data, and an 



 

abnormal sound occurs. 
1. In the abnormal start, the high point bubble voltage leakage causes the X, Y axis 

photoelectric sensing circuit board to burn out (optical) 
2. Restart the scanner as normal 

3. Push all channel values of the controller to 0 and reset the computer light remotely. 

Maintenance and protection: 

Shutdown operation: Before each power off, turn off the bulb for 10 minutes in advance. 

Let the cooling fan discharge the heat generated when the lamp is used, which can 

extend the accessories inside the lamp, especially the service life of the lamp! 

In order to ensure that the luminaire can run stably, it should be kept clean. Before 

disassembling the luminaire for maintenance or starting maintenance work, please 

confirm whether the power supply is disconnected. It is very important to keep the 

luminaire clean and clean. Please clean it regularly. Maintain maximum brightness 

output, and also extend the life of the lamp. It is recommended to use high-quality glass 

cleaner and clean with a soft cloth. The inside of the lamp is cleaned at least half a year 

using a vacuum cleaner. 
After sales service 
Attention! When the lamps are shipped from the factory, they are subjected to strict quality 
inspection and the packaging is in good condition. Please follow the instructions for use. 
Man-made causes of machine failure are not covered by the warranty. 
1. The company provides technical advice to customers for life. 
2. If the product is faulty and needs to be repaired, please show the product warranty card 
and fill in the relevant content truthfully. At the same time, we hope that the customer will 
feedback the problem of the product to us in time, so that we can improve the product in the 
first time. 
3. In addition to the lamps, the following accessories are also available: 
Accessories: Power cord: 1 line, signal line: 1 item, manual: 1 copy 
Option 
Light bulb (according to customer requirements) 
Light hook safety cable (according to customer choice) 
Software features: 
1, LCD 650,000 color touch TFT interface, easy to operate, beautiful interface. 
2, physical button and touch two modes of operation are completely independent and can 
be combined 
3, can complete all operations independently with physical buttons 
4, can complete all operations independently by touch 
5, can be mixed with physical buttons and touch to complete all operations 
6, high intelligence 
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7, for example: detecting Hall and optocoupler error during reset and prompting. 
8, reset calibration (zero calibration) 
9, X axis, Y axis, color wheel, pattern plate. 

 

1. Button description: 
 

 

The functions of the "left" and "right" keys are the same: return to the previous interface 
"Up", "Down" keys: select, edit 
"OK" button (is "OK" button): Execute function, start editing, exit editing 
MENU Enter menu selection function 
DOWN to the next option 
UP to the previous option 
ENTER Confirm selected function 

 
2, interface description: 
3.1. Main interface 

 

Let's take the example of "Modify DMX Address Code" to describe the use of buttons: 
1. If it is not the main interface, press the “Left” button (one or more times) to return to the 
main interface. 
2. In the main interface, press the “Up” or “Down” button to select the “Settings” button. 
1. Press the "OK" button to enter the "Settings" interface. 
2. Under the “Settings” interface, press the “Up” or “Down” button to select “DMX Address”. 
3. Press the "OK" button to enter the editing state. 
4. Press the “Up” or “Down” button to modify the DMXDM address code. 
5. Press the "OK" button to exit the editing state. 



 

3.2. Set interface 
Option Description 

 
Operating mode 

DMX Slave status: Receive DMX signals from the console 
or host 

automatic Host status: Run automatically and send DMXD signal 
to slave 

Voice 
control 

Receive external sound or vibration, run 
built-in program effects 

 

 
DMX address 

1-512 Press the "OK" button to enter the editing state. At this 
time, select the hundred digits, press "up" and "down" 
Press the key to change the address code. Press the 
“OK” button again to select the ten-digit edit. Press 
again. 
The "OK" button selects the one-bit edit. Press again 
to exit the edit state. 

Channel 

mode 

16 Channel 17-20 is invalid 

20 17th-20th channel control speed (see channel table) 

X reversal Turn off  
Open  

Y reversal Turn off  
Open  

XY Encoder Turn off Correct position without encoder (optocoupler) 
Open Use an encoder (optocoupler) to determine 

out-of-synchronization and automatically correct the 
position 

No DMX signal maintain Continue running as it is 
Clear The motor returns to the position and stops running. 

screen protector Open Turn off the backlight after 30 seconds of idle time 
Turn off Backlight is always bright 

Boot bright 
bubble 

Open The light bulb automatically lights up when the light is 
turned on 

Turn off The light bulb does not light when the light is turned 
on 

Restore default 

settings 

NO  
Yes Press the "OK" button to restore the default settings 

advanced 
settings 

 Press "OK" to enter the password. 

   

3. Information interface 
Option Description 

speed of the fan 0000RPM Display fan speed 
Total usage time Cumulative usage time (accurate to minutes) 
This time of use The time since the start of the power (accurate to the minute) 
Total bright time Cumulative brightening time (accurate to minute) 

This time Brightening time since the start-up (accurate to minute) 



 

DMX Channel 
value 

In the DMX state, the channel values (values) of all channels are 
displayed, thereby entering the sub-interface, and the channel 
values are displayed in numerical values and percentages for 
viewing. 

System error log If the red ERR indicator is lit, it means that the reset failed or the 
operation is out of step. The details can be viewed in the sub-
interface. After viewing, you can press the "OK" button to 
clear the error record. 

 
4. Manual control interface 

This interface is used to control the current luminaire. It is neither a slave state 
machine (does not receive DMX signals) nor a host (does not send DMX signals). 

 
Option Description 
Reset Press the "OK" button to see the confirmation dialog box, press the "OK" 

button again to enter the reset position interface, all motor reset 

 
Light bulb 

control 

Open  

Turn 
off 

 

Color 
wheel 

0-255 Press the "OK" button to enter the editing state. At this time, it is 
selected. Press the “Up” and “Down” keys to change the channel 
value, and then press the “OK” button to exit the editing state. 

。。。。。。 0-255 

Magnificat 
ion 

0-255 

 
5. Advanced interface 

Enter the advanced interface, please enter the password: XXXXXX; the specific 

operation process: press the up and down keys to select the number once (a * 

appears). After the password is entered completely, press the “OK” button to verify 

the password. 

Option Description 

Maximum brightening 

time 

0-9999 Can set the time of bright bubbles 

 
 

Encryption mode 

Turn off 
 

frequency Can set the number of times the lamp is used 

time Can set the use time of the luminaire 

Encryption 

parameters (number 

of times / time) 

0-9999 This works when the encryption mode is turned on. 

Can be used to set the lamp 

(number of times / time) 
 



 

   

6. Reverse the interface 

Press the "OK" button, the interface can be reversed 180 degrees. 

7. English interface 

Press the "OK" button and the interface switches to the English mode. 

8. Chinese interface 

Press “OK” to switch the interface to Chinese mode. 

9. Factory interface 
 
10. Enter the factory interface, please enter the password: XXXXXX; specific operation 

process: press the up and down keys to select the number once (a * appears). After the 

password is entered completely, press the “OK” button to verify the password. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4.0. Channel table 

 
Chann 

el 
Channel mode 

16  
1 Color wheel  
2 Cut/strobe  
3 Dimming  
4 Pattern plate  
5 Prism 0-19 without prism 

20-75 prism 1 
76-127 Prism 2 

Option Description 
 
 
 

Reset 
calibration 

(fine tuning) 

0-255 X calibration 
0-255 Y calibration 
0-255 Dimming calibration 
0-255 Color wheel calibration 
0-255 Pattern plate calibration 
0-255 Focusing calibration 
0-255 Prism calibration 
0-255 Fog mirror calibration 

Channel 
setting 

Channel can be set to change 

 
Screen saver 

mode 

Mode 1 Display address code 
Mode 2 Show factory LOGO 
Mode 3 No display (reserved) 

Bright bubble 
time clear 

NO  
YES  

 



 

  128-255 prism overlay 
6 Prism 1 rotation  
7 Prism 2 rotation  
8 focusing  
9 X  
10 X Fine tuning  
11 Y  
12 Y Fine tuning  
13 XY speed  
14 Atomization  
15 Colorful  
16 Light bulb control 100－105 Close 

200－205 open 
250-255 Reset 
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